HEATED PROTECTIVE
ENCLOSURE OR OTHER
FREEZE PROTECTION

REDUCED PRESSURE
PRINCIPLE BACKFLOW
ASSEMBLY (INSTALL
HORIZONTAL)

SHUT OFF VALVES 12" MIN,
(nP.) NS 1

WYE STRAINER
(OPTIONAL)

12" MIN. ON ALL SIDES
CONCRETE PAD (OPT.) ~

HOUSE

=12" MIN.

STREET

AIR GAP FITTING /

A —-— L12
R 2 = . (OPTIONAL)

(SEE NOTE 2) 3" ABS VALVE BOX

.......

70 CUSTOMER'S
. EQUIPMENT

-
— L/

PROVIDE 3’8
DRAIN HOLE

(oPT)

STOP AND WASTE
VALVE TO DRAIN
CUSTOMER'’S SYSTEM

NO _CONNECTIONS OR TEES
BETWEEN METER & DEVICE

DWP WATER METER
PER STD. DWG. 11

OR 12
3" MIN, OR AS OTHERWISE
APPROVED BY DWP 3/4” GRAVEL, 3/8" - 3/4”
6%6"x1" DEEP ROCK
WATER PIPELINE (ort)
NOTES:

1. THE "APPROVED” REDUCED PRESSURE PRINCIPLE BACKFLOW ASSEMBLY (AS APPROVED BY THE DWP AND USC
FOUNDATION FOR CROSS CONNECTION CONTROL AND HYDRAULIC RESEARCH) SHALL BE LOCATED AND INSTALLED
SUBJECT TO THE APPROVAL OF THE DWP.

2. A PRESSURE RELIEF VALVE SHALL BE INSTALLED PER UNIFORM PLUMBING CODE.

3. THE DEVICE MUST BE INSPECTED AND TESTED IMMEDIATELY AFTER INSTALLATION
AND ONCE A YEAR THEREAFTER.

4 MINIMUM CLEARANCES PERTAIN TO ENCLOSURES THAT ARE PERMANENTLY INSTALLED;
IN THIS CASE, SERVICE ACCESS DOOR MUST BE PROVIDED. A VARIANCE OF THE
MINIMUM CLEARANCES MAY BE GRANTED FOR ENCLOSURES THAT ARE REMOVABLE.
ENCLOSURES MUST BE INSULATED TO A MINIMUM OF R-38.

5. HEAT TAPE ALL ABOVE GROUND PIPING.

6. DEVICE SHALL BE INSTALLED IN A DWP APPROVED LOCATION.

NOT TO SCALE

DEPARTMENT OF WATER AND POWER
CITY OF BIG BEAR LAKE

” ”
A HORIZONTAL DISTANCE FROM METER TO BACKFLOW | WSC [11/2024 3/ 4 2 REDUCED PRESSURE
- Y PRINCIPLE BACKFLOW ASSEMBLY
NOTE 6 WSC

APPROMED STANDARD

/A STOP AND WASTE VALVE WSC [1/2015 DRAWING. No
12 /ar/z ¥4 ’

/\ | HEATED ENCLOSURE AND NOTE 6 | WSC |3/2014 e (ER ; —— 17
REV. REVISION DESCRIPTION BY | DATE




