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410" REDUCED PRESSURE PRINCIPAL (RPP) BACKFLOW

(RPPDA) WITH THE CURRENT DWP APPROVED 5/8" METER.
6" THICK, 2500 PSI CONCRETE PAD

DUCTILE IRON 90° BEND

DUCTILE IRON OR C.M.L. PIPE

FLANGE x FLANGE OR FLANGE x MJ GATE VALVE
CUT IN TEE AS APPROVED BY DWP

DUCTILE IRON PIPE, CML, VARIABLE LENGTH

ADJUSTABLE PIPE SUPPORT WITH BASE PLATE
(12%12” MINMUM — 1/4” THICK)

HEATED PROTECTIVE ENCLOSURE
VALVE BOX AND LID PER DWP STD. NO. 4
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NOTES:

DEVICE OR REDUCED PRESSURE PRINCIPAL DETECTOR ASSEMBLY

CUSTOMER SHALL OWN, PURCHASE, INSTALL, AND MAINTAIN

BACKFLOW DEVICE. THE DEVICE MUST BE INSPECTED AND

TESTED IMMEDIATELY AFTER INSTALLATION AND ONCE A YEAR
THEREAFTER. DWP SHALL VERIFY ANNUAL TESTING.

PIV,/FDC DOES NOT BELONG TO DWP. CHECK WITH LOCAL
FIRE DEPARTMENT AND BUILDING & SAFETY FOR
REQUIREMENTS.

THE "APPROVED” RPP BACKFLOW DEVICE AND RPPDA (AS
APPROVED BY THE DWP AND USC FOUNDATION FOR CROSS
CONNECTION CONTROL AND HYDRAULIC RESEARCH) SHALL
BE LOCATED AND INSTALLED SUBJECT TO THE APPROVAL
OF THE DWP.

MINIMUM CLEARANCES PERTAIN TO ENCLOSURES THAT ARE
PERMANENTLY INSTALLED AND HAVE SERVICE ACCESS
DOORS. A VARIANCE OF THE MINIMUM CLEARANCES MAY BE
GRANTED FOR ENCLOSURES THAT ARE REMOVABLE.
ENCLOSURES MUST BE INSULATED TO A MINIMUM OF R-38.

DEPARTMENT OF WATER AND POWER

CITY OF BIG BEAR LAKE

4"-10" RPP & 4"-10" RPPDA
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